DATA SHEET > CYBELEC

Main features

- Maximum speed: 6000 rpm

- 3.5 times rated torque (maximum)

- High precision 23-bit multi-turn absolute optical encoder
- With or without holding brake
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Technical Characteristics

Ordering number E-SMC-HZ-XF-2030T-U30 E-SMC-HZ-XF-2030T-U32
Flange dimensions 100 100
Rated power (W) 2000 2000
Rated voltage (V) 380 380
Rated rotational speed (rpm) 3000 3000
Max. rotational speed (rpm) 6000 6000
Rated torque (Nm) 6.37 6.37
Max. torque 19.1 19.1
Rated current (Arms) 7.05 7.05
Max current (Arms) 19.78 19.78
Rotational inertia kg.nix10™* 3.65 4.4
Brake (holding type) No Yes
Brake rated voltage (V) NA DC24
Brake holding torque (Nm) NA 8
Brake rated power (W) NA 17.6
Brake rated resistance (Q) NA 327 7%
Weight (kg) 5.3 6.1
) E-SAC-HZ5-U3-PT8R4 E-SAC-HZ5-U3-PT8R4
brive E-SAC-HZ5-U3-NT8R4 E-SAC-HZ5-U3-NT8R4
Electrical connection

E-SMC-HZ-XF-2030T-U30

Power connector definition Signal connector definition
A u 1 DATA +
B v 2 DATA -
DEB ea A c W 6 BAT +
D PE 5 BAT -
P P 2 +5V
9 ov
10 FG
E-SMC-HZ-XF-2030T-U32
Power connector definition Signal connector definition
A u 1 DATA +
B W 2 DATA -
C W 6 BAT +
D PE 5 BAT -
1 Brake L +5V
2 terminal 9 oV
10 FG
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Dimensions

E-SMC-HZ-XF-2030T-U30

=
Mg . =
sy 1—-:!,_(2
N 7 —Uii 08
R

@
32
[ 38.5
3
167.4 45
E-SMC-HZ-XF-2030T-U32
s 16 =
1 -+ f ?*
20 02|

-T=
=P 10,1 T
ST 3 | sl
ks I
{15 o
N A\ @
LI i
{
N\ - 3
e 1 I 355
f:;)\’ ~f— 3
[ 100

Allspecifications are subject to modification without notice
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